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You will not find an oil cooler that offers the  
combination of durability, performance, and flow of the 
Setrab Oil Cooler at any price. It is this combination 
that has allowed Setrab to remain the choice of top 
teams and builders across all venues of motorsport.

TRACK-PROVEN COMPONENTS
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Measure explanation, and Art. No. for Pro Line STD-coolers

Art. No.

50-107-7612

50-110-7612

50-113-7612

50-116-7612

50-607-7612

50-150-7612

50-125-7612

50-119-7612

50-910-7612

50-640-7612

50-634-7612

50-625-7612

50-619-7612

50-616-7612

50-613-7612

50-610-7612

50-925-7612

50-919-7612

50-915-7612

001102

STDM22i

Setrab employs precise tooling in more sizes than any other 
manufacturer to allow more height/width combinations than any 
competitor. Most times you will find that the perfect size for your 
application is a stock item, ensuring immediate availability.

DIMENSIONAL FLEXIBILITY

BRAZING TECHNOLOGY

INTERNAL DESIGN

FIN DESIGN

While competitors are brazing aluminum oil coolers merely as a 
method of construction, Setrab’s blend of experienced crafts-
men and technological methodology allow this step to afford an 
even greater performance advantage. Setrab oil coolers are ful-
ly-brazed using the NOCOLOK process, eliminating contact re-
sistance or heat transfer barrier between internal components.

Setrab oil coolers employ in-line turbulators to gently stir the oil 
throughout the cooling process, ensuring that the oil has expo-
sure to the entire internal surface area of the oil cooler with the 
absolute minimum pressure drop.

The air fin is the most considered and the most visible cooling 
portion of any oil cooler, and the Setrab fin does not disappoint. 
It incorporates precise mini-louvers for maximum air dissipation 
and is fully-brazed along the length of the oil tubes.

oil turbulators

oil tube

mini-louvers
air fins
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PROLINE STD SERIES
Setrab ProLine STD series oil coolers are the most flexible high-perfor-
mance oil coolers on the market. The ProLine series integrates low-profile 
22mm female ports for adaptability to any system using ProLine adapter 
fittings.

Part no. Description Length Height O/C mounts / ports Capacities

STD cooler thickness: 1.97 in Core Total Core Total 0.28x0.47 22mm Vol. Wgt.

50-107-7612 1-series, 7 rows 6.42 8.27 2.09 2.44 7.48 4.80 0.07 0.70

50-110-7612 1-series, 10 rows 6.42 8.27 2.99 3.34 7.48 4.80 0.11 0.95

50-113-7612 1-series, 13 rows 6.42 8.27 3.94 4.29 7.48 4.80 0.15 1.15

50-116-7612 1-series, 16 rows 6.42 8.27 4.80 5.15 7.48 4.80 0.20 1.35

50-119-7612 1-series, 19 rows 6.42 8.27 5.75 6.10 7.48 4.80 0.22 1.55

50-125-7612 1-series, 25 rows 6.42 8.27 7.60 7.95 7.48 4.80 0.28 1.00

50-134-7612 1-series, 34 rows 6.42 8.27 10.39 10.74 7.48 4.80 0.43 2.70

50-144-7612 1-series, 44 rows 6.42 8.27 13.53 13.88 7.48 4.80 0.59 3.30

50-150-7612 1-series, 50 rows 6.42 8.27 15.31 15.66 7.48 4.80 0.65 3.75

50-160-7612 1-series, 60 rows 6.42 8.27 18.31 18.66 7.48 4.80 0.80 4.42

1-Series STD Coolers

Part no. Description Length Height O/C mounts / ports Capacities

STD cooler thickness: 1.97 in Core Total Core Total 0.28x0.47 22mm Vol. Wgt.

50-172-7612 1-series, 72 rows 6.42 8.27 22.13 22.48 7.48 4.80 0.95 5.30

50-607-7612 6-series, 7 rows 11.14 12.99 2.09 2.44 12.20 9.53 0.15 1.20

50-610-7612 6-series, 10 rows 11.14 12.99 2.99 3.34 12.20 9.53 0.20 1.55

50-613-7612 6-series, 13 rows 11.14 12.99 3.94 4.29 12.20 9.53 0.25 1.90

50-616-7612 6-series, 16 rows 11.14 12.99 4.80 5.15 12.20 9.53 0.30 2.30

50-619-7612 6-series, 19 rows 11.14 12.99 5.75 6.10 12.20 9.53 0.40 2.65

50-625-7612 6-series, 25 rows 11.14 12.99 7.60 7.95 12.20 9.53 0.55 3.40

50-634-7612 6-series, 34 rows 11.14 12.99 10.39 10.74 12.20 9.53 0.75 4.50

50-640-7612 6-series, 40 rows 11.14 12.99 12.20 12.55 12.20 9.53 0.90 5.30

50-650-7612 6-series, 50 rows 11.14 12.99 15.31 15.66 12.20 9.53 1.10 6.50

50-660-7612 6-series, 60 rows 11.14 12.99 18.31 18.66 12.20 9.53 1.30 7.75

6-Series STD Coolers

Part no. Description Length Height O/C mounts / ports Capacities

STD cooler thickness: 1.97 in Core Total Core Total 0.28x0.47 22mm Vol. Wgt.

50-910-7612 9-series, 10 rows 14.09 15.94 2.99 3.34 15.16 12.48 0.25 1.95

50-915-7612 9-series, 15 rows 14.09 15.94 4.53 4.88 15.16 12.48 0.40 2.75

50-920-7612 9-series, 20 rows 14.09 15.94 6.06 6.41 15.16 12.48 0.55 3.55

50-925-7612 9-series, 25 rows 14.09 15.94 7.60 7.95 15.16 12.48 0.75 4.35

50-934-7612 9-series, 34 rows 14.09 15.94 10.39 10.74 15.16 12.48 1.00 5.85

50-948-7612 9-series, 48 rows 14.09 15.94 14.70 15.05 15.16 12.48 1.43 8.00

9-Series STD Coolers

Part no. Description

23-1002 Fits all Setrab ProLine STD 1-series

23-6002 Fits all Setrab ProLine STD 6-series

23-9002 Fits all Setrab ProLine STD 9-series

MOUNTING 
HARDWARE
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PROLINE MULTI-PASS & SPECIALTY
Setrab ProLine Multi-Pass and Specialty oil coolers are designed to optimize heat-rejection in systems by 
directing the oil’s path of flow through the cooler to guarantee exposure to its entire internal surface area.
MULTI-PASS
Low-gpm flow-rate specialty environments such as gearboxes, differentials, 
and motorcycle-powered racing engines, benefit most from Setrab ProLine 
Multi-Pass oil coolers.
SPECIALTY
High-gpm flow-rate environments of select dry-sump racing applications 
may require the additional flow and performance associated with Setrab 
ProLine Specialty coolers.

Part no. Description Length Height O/C mounts / ports Capacities

STD cooler thickness: 1.97 in Core Total Core Total 0.28x0.47 22mm Vol. Wgt.

51-07943 172M22I-D 6.42 8.27 22.13 22.83 7.48 4.80 0.95qt 5.30lb

51-09401-01 272M22I-D 7.21 9.06 22.13 22.83 8.27 5.67 1.10 5.65

51-09904-01 613M22I-2P 11.14 12.99 3.94 4.64 12.20 n/a 0.25 1.90

51-07944 619M22I-2P 11.14 12.99 5.75 6.45 12.20 n/a 0.40 2.65

51-07989 640M22I-D 11.14 12.99 12.20 12.90 12.20 9.53 0.90 5.30

51-07990 650M22I-3P 11.14 12.99 15.31 16.01 12.20 9.53 1.10 6.50

51-07945-01 920M22I-2P 14.09 15.94 6.06 6.76 15.16 n/a 0.55 3.55

51-11654-02 980M22I-4P 14.09 15.94 24.49 24.84 15.16 n/a 2.20 13.51

PROLINE SLM SERIES
Setrab ProLine SLM Series oil coolers were developed to offer the high-performing heat exchange charac-
teristics, dimensional flexibility, and port connection adaptability of a ProLine oil cooler in a slimmed-down 
package. Perfect for moderate-horsepower engine oil cooling, high-horsepower auxiliary engine oil cool-
ing, gearbox, differential, power-steering, or any application that requires minimal depth and light weight 
without sacrificing performance.

Part no. Description Length Height O/C Capacities

SLM cooler thickness: 1.57 in Core Total Core Total M6 studs Vol. Wt.

53-10740 SLM 141, 6 rows 5.55 8.03 2.05 2.52 3.54 0.16 qt 0.60lb

53-10741 SLM 141, 10 rows 5.55 8.31 3.46 3.94 3.54 0.25 0.90

53-10742 SLM 141, 14 rows 5.55 8.31 4.88 5.43 3.54 0.38 1.20

53-10743 SLM 250, 6 rows 9.84 12.32 2.05 2.52 3.54 0.20 0.85

53-10744 SLM 250, 10 rows 9.84 12.60 3.50 4.06 3.54 0.31 1.30

53-10745 SLM 250, 14 rows 9.84 12.60 4.88 5.43 3.54 0.50 1.70

53-10746 SLM 420, 6 rows 16.54 19.02 2.09 2.64 3.54 0.25 1.30

53-10747 SLM 420, 10 rows 16.54 19.29 3.50 4.06 3.54 0.38 1.90

53-10748 SLM 420, 14 rows 16.54 19.29 4.88 5.43 3.54 0.63 2.55

53-10749 SLM 592, 6 rows 23.31 25.79 2.09 2.64 3.54 0.31 1.70

53-10750 SLM 592, 10 rows 23.31 26.06 3.50 4.06 3.54 0.50 2.55

53-10751 SLM 592, 14 rows 23.31 26.06 4.88 5.43 3.54 0.75 3.35
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INTERCOOLERS
Setrab ProLine Intercoolers are high-performing, lightweight, and durable 
solutions for demanding applications.

•	 All-aluminum, fully-brazed product for the lowest possible weight and 
maximum heat-transfer capability

•	 High-strength aluminium alloy for superior durability
•	 OEM-spec aluminium alloy for life-long corrosion resistance
•	 Core designed for lowest possible weight
•	 Internal and external fins designed to optimize heat 

transfer vs. pressure drop relationship
•	 Narrow header/tube ratio to minimize packaging and 

fitment depth
•	 25 different sizes
•	 Header designed for welding on tanks
•	 100% leak-tested at factory
•	 Setrab quality that you know you can depend on.

Height Length (inches)

(inches) 9.84 12.44 15.04 20.24 22.83

6.69 58-11820 58-11825 58-11830 58-11835 58-11840

8.78 58-11821 58-11826 58-11831 58-11836 58-11841

10.87 58-11822 58-11827 58-11832 58-11837 58-11842

12.95 58-11823 58-11828 58-11833 58-11838 58-11843

15.04 58-11824 58-11829 58-11834 58-11839 58-11844

Working pressure 0-36 psi(g) dynamic

Pressure pulsation endurance 100k pulsations, 0-44 psi(g), 0.5-1 Hz, 392 ºF air temp

Max pressure 58 psi(g)

Burst pressure 87 psi(g)

Leak test 22 psi(g) (core only)

Working temperature -40 ºF to 428 ºF

Corrosion endurance 20 days SWAAT G85-94 A3 960h ISO 9227 NSS

Inner cleanliness ISO 16232:10, CCC=V(B-K21/C-K18/F-K12/I-K3/J-K00), 
<10 mg impurities total

General dimensional tolerances ISO 2768-v

Material Aluminum alloys

DIMENSIONS

TECHNICAL SPECIFICATIONS
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FANPACKS
Setrab ProLine Fanpacks combine the already high-performing and ver-
satile heat exchange characteristics of the range of Setrab ProLine STD 
oil coolers with high-volume, low-profile fans and robust fan shrouds to 
create a cooling package that is unparalleled in performance, versatility, 
and ease-of-installation. 

When the dynamics of your application include low vehicle speeds or  
restricted airflow, the Setrab ProLine Fanpack is a perfect solution.

Part no. Description Dimensions (inches) Wt.

Oil cooler(s) Fan(s) A B C D E F lb.

FP119M22I Setrab 1-series, 19-row 12V, 296 cfm 6.50 5.75 4.80 7.48 8.27 5.50 3.55

FP634M22I Setrab 6-series, 34-row 12V, 896 cfm 11.38 10.25 9.53 12.20 12.99 4.38 8.95

FP910M22IX2 2x Setrab 9-series, 10 row 2x 12V, 592 cfm 14.50 6.00 12.48 15.16 16.00 5.50 7.55

FP920M22I Setrab 9-series, 20-row 2x 12V, 592 cfm 14.50 6.00 12.48 15.16 16.00 5.50 7.20

FP920M22I-2P Setrab 9-series, 20-row, 2P 2x 12V, 592 cfm 14.50 6.00 N/A 15.16 16.00 5.50 7.25

FP948M22I Setrab 9-series, 48-row 12V, 1784 cfm 14.50 15.13 12.48 15.16 16.00 4.75 15.15

FP980M22I-4P Setrab 9-series, 80-row, 4P 2x 12V, 3568 cfm 14.50 25.50 N/A 15.16 16.00 4.75 22.00

FP634M22I

FP119M22I shown below

THERMAL SWITCHES
sūsa thermal switches install directly in the oil line and 
provide an automatic switch to turn on an electric fan 
or electric external differential/transmission pump.

Part no. Description

31-TS180-06 AN06-AN06 Thermal Switch Assembly, 180º

31-TS190-06 AN06-AN06 Thermal Switch Assembly, 190º

31-TS180-08 AN08-AN08 Thermal Switch Assembly, 180º

31-TS190-08 AN08-AN08 Thermal Switch Assembly, 190º

31-TS180-10 AN10-AN10 Thermal Switch Assembly, 180º

31-TS190-10 AN10-AN10 Thermal Switch Assembly, 190º

31-TS180-12 AN12-AN12 Thermal Switch Assembly, 180º

31-TS190-12 AN12-AN12 Thermal Switch Assembly, 190º

TS180 Thermal Switch, 180º

TS190 Thermal Switch, 190º

Electrical rating 15A 125V AC (resistive load)

Operating temp 180ºF / 190ºF

Differential 15K

Temp tolerance Operating temp ±3K ±5K

Heat durability 220C max (PPS)

Circuit resistance 50m Ω max.

Insulation resistance 100M Ω min. at DC 500V

Dialectric strength AC 1000V for one minute
or AC 1800V for one second

Operating life 100,000 cycles (15A 125V)

FP910M22IX2
dual-circuit FP920M22I
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OIL HOSE

ProLine Stainless Steel 
Braided Hose

ProLine Lightweight Fiber 
Braided Hose

ProLine PushLite 
Performance Hose

Part no. Size ID OD Wt./ft

21-SSN06-B -06 .34 .55 .16

21-SSN08-B -08 .44 .65 .18

21-SSN10-B -10 .56 .80 .25

21-SSN12-B -12 .69 .94 .29

Part no. Size ID OD Wt./ft

21-LWN06-B -06 .34 .55 .08

21-LWN08-B -08 .44 .65 .09

21-LWN10-B -10 .56 .80 .13

21-LWN12-B -12 .69 .94 .15

Part no. Size ID OD Wt./ft

21-PLN06-B -06 .38 .63 .13

21-PLN08-B -08 .50 .75 .15

21-PLN10-B -10 .63 .94 .22

21-PLN12-B -12 .75 1.0 .26

Part no. Description

22-M22 22mm plug

Part no. Description

21-PC06 Cushion clamp, -06

21-PC08 Cushion clamp, -08

21-PC10 Cushion clamp, -10

21-PC12 Cushion clamp, -12

Part no. Description

22-HS06-SI Hose separator, -06, Silver

22-HS06-BK Hose separator, -06, Black

22-HS08-SI Hose separator, -08, Silver

22-HS08-BK Hose separator, -08, Black

22-HS10-SI Hose separator, -10, Silver

22-HS10-BK Hose separator, -10, Black

22-HS12-SI Hose separator, -12, Silver

Hose Separators

Cushion Clamps

Plugs

Part no. Description

22-AN06SUAN06-00 Swivel union, AN6, 00º

22-AN06SUAN06-90 Swivel union, AN6, 90º

22-AN08SUAN08-00 Swivel union, AN8, 00º

22-AN08SUAN08-90 Swivel union, AN8, 90º

22-AN10SUAN10-00 Swivel union, AN10, 00º

22-AN10SUAN10-90 Swivel union, AN10, 90º

22-AN12SUAN12-00 Swivel union, AN12, 00º

22-AN12SUAN12-90 Swivel union, AN12, 90º

HOSE ACCESSORIES FITTINGS

Unions & CouplersPart no. Description

22-AN06AN06-NPT18 AN6-AN6+NPT1/8”

22-AN08AN08-NPT18 AN8-AN8+NPT1/8”

22-AN10AN10-NPT18 AN10-AN10+NPT1/8”

22-AN12AN12-NPT18 AN12-AN12+NPT1/8”

Gauge Adapter

Part no. Description

20-042368 Setrab assembly lubricant

Assembly Lubricant

Part no. Description

22-M22BJAN08-90 22mm-AN8, 90º

22-M22BJAN10-90 22mm-AN10, 90º

ProLine Banjos
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PROLINE ADAPTER FITTINGS & HOSE ENDS

Part no. Description

AN
-R

eU
sa

bl
e 

Ho
se

 E
nd

s

22-AN06RU06-00 AN-RU6, 00º

22-AN06RU06-45 AN-RU6, 45º

22-AN06RU06-90 AN-RU6, 90º

22-AN08RU08-00 AN-RU8, 00º

22-AN08RU08-45 AN-RU8, 45º

22-AN08RU08-90 AN-RU8, 90º

22-AN10RU10-00 AN-RU10, 00º

22-AN10RU10-45 AN-RU10, 45º

22-AN10RU10-90 AN-RU10, 90º

22-AN12RU12-00 AN-RU12, 00º

22-AN12RU12-45 AN-RU12, 45º

22-AN12RU12-90 AN-RU12, 90º

Part no. Description

AN
-P

us
hL

oc
k 

Ho
se

 E
nd

s

22-AN06PL06-00 AN-PL6, 00º

22-AN06PL06-45 AN-PL6, 45º

22-AN06PL06-90 AN-PL6, 90º

22-AN08PL08-00 AN-PL8, 00º

22-AN08PL08-45 AN-PL8, 45º

22-AN08PL08-90 AN-PL8, 90º

22-AN10PL10-00 AN-PL10, 00º

22-AN10PL10-45 AN-PL10, 45º

22-AN10PL10-90 AN-PL10, 90º

22-AN12PL12-00 AN-PL12, 00º

22-AN12PL12-45 AN-PL12, 45º

22-AN12PL12-90 AN-PL12, 90º

Part no. Description

Pr
oL

in
e 

Ad
ap

te
r F

itt
in

gs

22-M22AN04-SE 22mm-AN4, 00º

22-M22AN06-SE 22mm-AN6, 00º

22-M22AN06-45 22mm-AN6, 45º

22-M22AN06-90 22mm-AN6, 90º

22-M22AN08-SE 22mm-AN8, 00º

22-M22AN08-45 22mm-AN8, 45º

22-M22AN08-90 22mm-AN8, 90º

22-M22BJAN08-90 22mm-AN8, 90º

22-M22AN10-SE 22mm-AN10, 00º

22-M22AN10-45 22mm-AN10, 45º

22-M22AN10-90 22mm-AN10, 90º

22-M22BJAN10-90 22mm-AN10, 90º

22-M22AN12-SE 22mm-AN12, 00º

22-M22AN12-45 22mm-AN12, 45º

22-M22AN12-90 22mm-AN12, 90º

22-M22AN16-SE 22mm-AN16, 00º

Part no. Description

Pr
oL

in
e 

Pu
sh

Lo
ck

 H
os

e 
En

ds

22-M22PL06-00 22mm-PL6, 00º

22-M22PL06-45 22mm-PL6, 45º

22-M22PL06-90 22mm-PL6, 90º

22-M22PL08-00 22mm-PL8, 00º

22-M22PL08-45 22mm-PL8, 45º

22-M22PL08-90 22mm-PL8, 90º

22-M22PL08-120 22mm-PL8, 120º

22-M22PL10-00 22mm-PL10, 00º

22-M22PL10-45 22mm-PL10, 45º

22-M22PL10-90 22mm-PL10, 90º

22-M22PL12-00 22mm-PL12, 00º

22-M22PL12-45 22mm-PL12, 45º

22-M22PL12-90 22mm-PL12, 90º

Setrab pioneered the direct-port oil cooler fitting with its 
ProLine program, allowing the highest-quality connec-
tion and an unparalleled adaptability.

Part no. Description

Pr
oL

in
e 

Re
Us

ab
le 

Ho
se

 E
nd

s

22-M22RU06-00 22mm-RU6, 00º

22-M22RU06-45 22mm-RU6, 45º

22-M22RU06-90 22mm-RU6, 90º

22-M22RU08-00 22mm-RU8, 00º

22-M22RU08-45 22mm-RU8, 45º

22-M22RU08-90 22mm-RU8, 90º

22-M22RU10-00 22mm-RU10, 00º

22-M22RU10-45 22mm-RU10, 45º

22-M22RU10-90 22mm-RU10, 90º

22-M22RU12-00 22mm-RU12, 00º

22-M22RU12-45 22mm-RU12, 45º

22-M22RU12-90 22mm-RU12, 90º

sūsa ProLine Adapters

sūsa ProLine Hose Ends

•	 Direct-port hose ends allow for the simplest possible 
connection between oil cooler and hose.

•	 Direct-port capability means space-saving advantage.

•	 Now available in matching hose ends.
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OIL CONTROL

Connections AN8 male

Max. working pressure 50 psi

Max. working temp. 300 ºF

Flow rate 1-2 gpm

Self priming 5 ft (wet gears)

Pump head Brass

Gears Bronze

Motor
12v with stainless shaft and 
Floroelastomer lip seal (meets 
IP-65 waterproof)

Weight 3.5 lbs

Part no. Thread Ports

18-RFTOP13-22 13/16-16 22mm

18-RFTOP20-22 M20x1.5 22mm

18-RFTOP34-22 3/4-16 22mm

Take-off Plate

OIL ACCESS

Remote Filter Head

Part no. Filter O-ring
ID

O-ring
OD

18-RFHU13-22 13/16-16 2.40 3.50

18-RFHU20-22 M20x1.5 2.40 3.50

18-RFHU34-22 3/4-16 2.40 3.50

Oil Thermostat

Filter Sandwich Adapter

Part no. Thread Ports T-stat

19-SP13-22 13/16-16 22mm

19-SP13T-22 13/16-16 22mm √

19-SP20-22 M20x1.5 22mm

19-SP20T-22 M20x1.5 22mm √

19-SP22-22 M22x1.5 22mm

19-SP22T-22 M22x1.5 22mm √

19-SP34-22 3/4-16 22mm

19-SP34T-22 3/4-16 22mm √

Part no. Ports

40-AOT180-22 22mm

The sūsa oil circulation pump is a positive displacement pump with no 
internal bypass. Typical applications are differential/gearbox cooling 
circuits. Designed to circulate oil and water-based fluids.

Compact, lightweight, and durable, the sūsa oil circulation pump com-
plements the entire range of sūsa differential/gearbox cooling compo-
nents, creating a high-performance systems solution.

Oil Circulation Pump
Part no. Connections

17-311 AN8 male

Shown at left with sūsa In-Line 
Pre-Filter, sūsa ProLine fittings, 
ProLine stainless steel braided 
hose, and sūsa cushion clamps

Features 22mm female ports for 
installation of sūsa ProLine adapt-
er fittings (sold separately)

High-flow sūsa sandwich adapt-
ers feature 22mm female ports 
for installation of sūsa ProLine 
adapter fittings (sold separately), 
and are available with or without 
thermostat

Features 22mm female ports 
(adapter fittings sold separately)

Replaces filter for remote filter 
head and/or oil cooler installation. 
Features 22mm female ports.
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FILTERS

Part no. Thread Body OD O-ring ID O-ring OD

11-RU69-20 22mm x 1.5 2.36 2.13 2.40

11-RU69-34 3/4”-16 2.36 2.13 2.40

HyperFlow Engine Oil Filters
Just like Setrab ProLine oil coolers, these extremely 
high-performing oil filters are engineered to balance 
performance and flow for your street or track vehi-
cle.
High flow volume, low pressure drop, 30 micron 
absolute filtration, and a strong rare-earth magnet 
combine to deliver unmatched performance and 
protection.
Cleanable/replaceable filter element offers con-
venience and longevity. Precision CNC-machined 
billet aluminum body offers a knurled non-slip grip 
surface and a hex boss for easy removal. Includes 
dissasembly tools.

In-Line Pre-Filters

Adapter Fitting Pre-Filters

Install directly in the oil line before an external differ-
ential or transmission cooling circuit pump.
High flow volume, low pressure drop, 150 micron 
absolute filtration, and a strong rare-earth magnet 
combine to protect high-value pump components.
Cleanable/replaceable filter element offers conve-
nience and longevity.
Part no. Description

11-IF0606-D In-Line Pump Pre-Filter, AN6, 150µ

11-IF0808-D In-Line Pump Pre-Filter, AN8, 150µ

11-IF1010-D In-Line Pump Pre-Filter, AN10, 150µ

Install directly between AN fittings for filtration in ap-
plications where constraints inhibit installation of an 
in-line filter. Easy to install, easy to access, easy to 
clean and reuse.
Part no. Description

11-UF06 In-line filter screen, AN6, 250µ

11-UF08 In-line filter screen, AN8, 250µ

11-UF10 In-line filter screen, AN10, 250µ



w w w . s e t r a b u s a . c o m

24 south clayton street
centerburg, ohio 43011

t: 740 625 6228
f: 740 625 6268

Oil Coolers


